MLUSKOX | T-TACH

UNIVERSAL TORSION QUICK ATTACH PLATE

12-20

TorsioN ATTACHMENT

4 INDEPENDENT TORSION ARMS

EACH TORSION ARM FLEXES INDEPENDENTLY TO
ADAPT TO ANY SURFACE, MAINTAINING CONSTANT
GROUND PRESSURE.

RE-IMAGINE WHAT IS POSSIBLE...
The MUSKOX T-TACH adds CONTROLLABLE DOWN
PRESSURE to your loader while using any other
SK STEER attachment. This ensures CONSISTENT GROUND
CONTACT for maximum efficiency. Summer or winter,

PERFRMANGE ggslsg;éw_?j[ter. The T-Tach makes your machine MORE
REIEFINE THE

THE T-TACH EXPERIENCE...

The T-Tach IMPROVES LIFE IN THE CAB while operating
your loader. The rubber in the Torsion System ABSORBS
VIBRATIONS and REDUCES JARRING BUMPS. It also
RUNS QUIETER and provides a SMOOTHER RIDE.
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T-TALCH

TorRsioN ATTACHMENT

FEATURES

CONSTANT DOWN PRESSURE 0 ENHANCED PERFORMANCE
Ensures consistent ground contact for maximum efficiency. Reduces bounce and wear, optimizing attachment functionality.

ADVANCED FLEXIBILITY GALVANIZED & BUILT FOR RUGGED DURABILITY
Features 4 independent torsion arms for unmatched adaptability. Constructed with heavy-duty materials for industrial applications.

UNIVERSAL COMPATIBILITY @ QUICK & SECURE
The Quick Attach system seamlessly integrates with a wide range Fast attachment swaps with reliable locking mechanisms.
of skid steers and attachments.

-CONTROLLABLE DOWN PRESSURE WITH STABLE FLEXIBILITY-

4 INDEPENDENT
TORSION ARMS

THE T-TACH DIFFERENCE .

The T-Tach Quick Attach plate rotates and flexes independently from the skid steer. Perfect for operating attachments over
uneven terrain, while still maintaining strong down pressure. Hard stop rotational limits prevent unit from over-rotating.

SPECIFICATIONS

MODEL MUSKOX T-TACH 12-20
DIMENSIONS 66”L x 20"H x 13"D
APPROXIMATE WEIGHT 335 Ibs
TORSION ARM ROTATION LIMITED TO +/- 20 DEGREES

THE T-TACH QUICK ATTACH PLATE EXTENDS AN ADDITIONAL ':. - o
7" FROM THE FRONT OF A LOADER’S ATTACHMENT PLATE. e 1 WITH TH E

SKID STEER REQUIREMENTS - 3 . I
LOADER WEIGHT 12,000 LBS OR LESS Scan for more Info!

LOADER TOP SPEED 20 MPH OR LESS
MOUNTING SYSTEM Standard Quick Attach Plate
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